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LED MODULE DNH-3

DNH-1

DNH-3

Parameters of product

Parameters of light source

AC 220 V - AC 264 V 50/60 Hz

1,6 W

160 lm

160 x 160°

>0,9

3 pcs

white

100 lm/W

IP67

88 x 21,5 x 11,1 mm

Rice white

PVC

1 600 g

100 pcs/ string

M3 screw

3M backing tape

-20~55°C

-40~80°C

5 years

SMD LED (Lm80)

> 50 000 Hrs

≥ 80

6 500 K

Voltage

Power

Lumens

Beam angle

PF

LED qty

CCT

Luminous efficency

IP rate

Dimensions

Color

Material

Weight (50 pcs)

Connection qty

Fixing screw

Tape

Working temperature

Storage temperature

Warranty

LED

Lifespan

CRI

CCT

CE RoHS 2835
SMD

3
LEDs

5
years

230
V AC

IP

67

ź Use fire-resistant material, fireproof up to U94V-0 and waterproof up to IP67
ź No need power supply; no wiring loss; no voltage-dropping  single cuttable; easy installation
ź Certificate: UL, CE, RoHs, LM80, IP67

Applications

Advertising sing with 60-150 mm and lighting box etc.

Warranty

5 years 

Model DNH-1

AC 220V injection module - Terminator-3

Description:
ź Adopt high quality LED as light source, high brightness, uniform lighting, good antistatic
ź AC 220 - AC 264 V 50/60 Hz input; P.F>0,9

ź Circuit design with constant current, over-temperature and short circuit protection function
ź Nice design with 160 x 160°optical lens

Lighting distribution curve

Lighting spot
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Dimension (mm)

Installation and cable connectiong diagram
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